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30 m per minute

50 to 900 dpi

300 dpi

0.8 bis 12.5 mm

1 000 mm
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Basic

30 m per minute

50 to 900 dpi

300 dpi
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Advanced

60 m per minute

50 to 900 dpi

300 / 600 dpi

0.8 bis 12.5 mm
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Pro

90 m per minute

50 to 900 dpi

300 / 600 dpi

0.8 bis 12.5 mm

2 000 mm
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System X1JET HP

maximum speed at  

300 dpi

maximum resolution

- horizontal

- vertical

Print/character height 

maximum text length

No. of text memories

Text field

Counter

Date field/time

Date offset

Action field

Logos

Barcodes

2D-Codes

Data transfer by 

USB stick

Ethernet

Web interface

EIA-232

Internal sensor

External sensor

Encoder

I/O

Ink status display

Spitting

Warming

Printing examples in 

original size

Technical changes reserved.
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           Termal İnkjet Kodlama 

Tamer
New Stamp



Inkjet coder

Markoprint X1JET HP
Print
Basic

Advanced
Pro
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60 m per minute
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90 m per minute
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300 / 600 dpi
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System X1JET HP

maximum speed at  
300 dpi

maximum resolution
- horizontal
- vertical

Print/character height 

maximum text length

No. of text memories

Text field

Counter

Date field/time

Date offset

Action field

Logos

Barcodes

2D-Codes

Data transfer by 
USB stick

Ethernet

Web interface

EIA-232

Internal sensor

External sensor

Encoder

I/O

Ink status display

Spitting

Warming

Printing examples in 
original size
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Sistem X1JET HP

maksimum hiz  
300 dpi

maksimum çözünürlük
- yatay
- dikey

Baskı/karakter yüksekliği 

maksimum mesaj uzunluğu

Mesaj hafızası

Mesaj alanı

Tarih/zaman alanı

Tarih ayarı

Logolar

Barkodlar

2D-Kodlar

USB hafızadan bilgi 

Ethernet

Web arayüzü

EIA-232

Dahili sensor

Harici sensor

Encoder

I/O

Mürekkep durum göstergesi

Orjinal boyutlu 
baskı

 

Sayıcı

Düzenleme alanı

transferi

   Otomatik püskürtme ayarı

Uyarı

örnekleri

Markoprint X1JET HP Teknik Bilgiler 

  

             
        365 GÜN 7 / 24 TEKNİK SERVİS

ALİZE OTOMASYON VE MÜHENDİSLİK LTD. ŞTİ.
Madenler Mahallesi, Kurukaya Sokak No: 28 Ümraniye / İSTANBUL

TEL: 0216 540 63 70 pbx FAKS: 0216 540 63 95
www.alize.com.tr alize@alize.com.tr
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