
Laser Mark�ng Systems



SF Ser�es Lasers �s the latest genarat�on of Q-Sw�tched ytterb�um F�ber Lasers spec�ally des�gned for w�dest

SF Ser�es Laser Mark�ng Systems

 mark�ng apl�cat�ons w�th average prower levels from 20 W to 50 W. These lasers 2 parts wh�ch are head and controller.

P U L S E D    F I B E R   L A S E R S

 H�gh power laser beam �s del�vered v�a f�ber opt�c cable from controller to head. The head and controller des�gned to

work w�thout problem �ndustr�al c�rcumstances wh�ch has dust and v�brat�on. SF ser�es lasers has a�r cooled robust  

des�gn that prov�des small or modular for ease of �ntegrat�on product�on l�nes.  

STANDARD LENS CONFIGURATIONS
FOCAL LENGTH MARKING FIELD

163mm......................................120 mm x 120 mm
254mm......................................200 mm x 200 mm 
350mm......................................250 mm x 250 mm
420mm......................................300 mm x 300 mm 

LASER MARKER SPECIFICATIONS

Compl�ance.................................................. CDRH, CE,CSA, UL
Wavelength .................................................................. 1,060nm
Laser Type ...........................Q-Sw�tched Ytterb�um F�ber Laser
Average Power SF50/30/20 ....................................50/30/20 W
Peak Power SF50/30/20 ..................................................>8kW
Beam Qual�ty SF50/30/20 ..........................................M 2 < 2
F�ber Length SF50/30/20 ...........................................2 meters
Long Term Power Dr�ft.......................................................< +/- 5%
Opt�cal Isolator.............................................................Standard
Pos�t�on�ng..........................................V�s�ble Red D�ode L�ght
Mount�ng We�ght................................................................. 8kg
Mark�ng Head D�mens�ons.......51.0 (L) x 13.8 (W) x 11.5 cm (H)
SF Controller D�mens�ons.............46 (W) x 15 (H) x 50 cm(D)
SF Controller We�ght..........................................................28 kg
Laser Mark�ng Head Cable..................................................2m 
Input Power (Selectable).........................100-240V AC, 50 Hz
Max�mum Power Consumpt�on FQ50.............. Less than 400W
Max�mum Power Consumpt�on FQ30.............. Less than 280W
Max�mum Power Consumpt�on FQ20.............. Less than 250W
Cool�ng...................................................A�r Cooled, Fan/F�lter
(no water cool�ng requ�red)
Operat�ng Temperature Range ...........15° to 35°C 
Hum�d�ty........................................10% to 85% Non-condens�ng

SF 20

SF 30

SF 50



OPTIONS

SF 20

APPLICATIONS

Traceb�l�ty of automot�ve parts Plast�c parts mark�ng Steel parts mark�ng Alum�num wheel mark�ng

Mould parts mark�ng Rubber mold mark�ng Bronze parts mark�ng Med�cal parts mark�ng

Colourful mark�ng on sta�nless steel Carb�de �nsert mark�ng Engraved mark�ng Deep mark�ng on alum�num and bronze

Rotary dev�ce for cyl�ndr�cal parts Barcode reader for mark�ng Programmable Z ax�s and Focus F�nder

SF 20

Mark on the fly on product�on l�ne Servo Rotary Table Robot�c load/unload systems

Custom colours for enclosures
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