
@aaatrAT<T<KAI

CHqeua HeHe,D{Mem
ravwma cepv$roryrponm

Ha comDruTEffe rpo6oDiruM
ISO 9001:2015

.t

PACAI.T OE]EP I
6.{ PTtrT.{H PECTN'E.TIIIAhf,I .

Ji-lll-:' Po- PB
Cerrya r, , !S

ta1: {-tll6l-i:-1 l-11-J-\-
Eolnreprr xqrrrre I 1-l I -10.

llt'w.sdstdr.nr CHcreila ileHe,etr{ema
mvscroa oelm$nglporrua

m comftrBffg Tpe6oEMx
IATF 16949:2016

POCCr4fr CKArr OE,qEPAUr4t
PECIIYE JII,IKA EAIIIKOPT OCTAH
AKIITIOHEPHOE OBIIIECTBO

(CAJIABATCTEKIIO>
453253,PO, PE

r. Cananar, yn. llngycrpuarnnas, 18

re;l. : (3 47 6) 37 -7 2-09, ceKperapb 37 -7 l-5 5,
KoMMeprIecKa{ c nvx6a 37'7 | -20,

www.salstek.ru

VT11110266004050,KIIII026601001,OKIIO04616815,OIPH1020201995043,plo40702810806404000298,Eaur<npoxoeor,qeneuzeNe859S IIAOC6ep6arm,

DECLARATI
No.

N OF'CON
025-2021t11

The
This r

manu

EI4K 048073601, do Ns 30i01810300000000601

Unique identification
code of the producttype:

Float tinted glass

Intended use: Buildines and construction works

Manufacturer
JSC "Salavatsteklo"

.fndustrialnaya str. 18, Salavat, Republic of Bashkortostan, Russia 453253

Harmonised standart
EN 572-9 Glass in building - Basic soda lime silioate glass products - Part 9: Evaluation of conform-
itv/Product standard

AVCP system: J

Notified body:
IKATES, s.r.o. - Laboratory for glass and building products testing Testing laboratory No 1139

Test reports No,: 1394-CPR-95N2017 No 1394-CPR-15712020

Characteristics: bronze qrey ligt green
4mm 6mm 8mm 4mm 6mm 8mm 3.2 mm 3,5 mm 4mm 5mm 6mm

Resistance to
fire

NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD

Reaction to fire A1* Al* Al* A1* A1{' Al* Al* Al* Alr, Al{, A1*

External fire
oerformance

NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD

Bullet
resistance

NPD
NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD

Explosion
resrstance

NPD
NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD

Burslar resistance NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD

Pendulum body
impact resistance

NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD

Resistance against
sudden temperature
changes and temper-
ature differentials

40K

Resistance against
wind, snow, penna-
nent load and./or
imposed loads of
the glass unit

45, 106 Pa

Direct airborne
sound insulation

NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD

Thermal properties NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD

Chemical analvsis PASS PASS PASS PASS PASS PASS PASS PASS PASS PASS PASS

Durabilitv PASS PASS PASS PASS PASS PASS PASS PASS PASS PASS PASS

Light transmission
coeffrcient (w) 0,60 0,48 0,39 0,60 o41 0,81 0,79 0,76 0,73

performance of the product identified above is in
declaration of performance is issued, in accordance with Regu
rfacturer identified above.Sisned for and on behalf of the manu

Salavat, Russia
202t/tU25

of declared performances.
responsibility of the

ral Director of
(LO'JSC


